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Visualization of Spatialized Audio 

Field of the Invention 

5 The present invention relates to a method and apparatus for providing a visual indication of 
the likely user-perceived location of one or more sound sources in an audio field generated 
from left and right audio channel signals. 

Background of the Invention 

10 Methods of acoustically locating a real- world sound source are well known and usually 
involve the use of an array of microphones; US 5,465,302 and US 6,009,396 both describe 
sound source location detecting systems of this type. By determining the location of the 
sound source, it is then possible to adjust the processing parameters of the input from the 
individual microphones of the array so as to effectively 'focus' the microphone on the 

15 sound source, enabling the sounds emitted from the source to be picked out from 
surrounding sounds. However, this prior art is riot concerned with the same problem as that 
addressed by the present invention where the starting point is left and right audio channel 
signals that have been conditioned to enable the generation of a spatialized sound field to a 
human user. 

20 

It is, of course, well known to process a sound-source signal to form left and right audio 
channel signals so conditioned that when supplied to a human user via (at least) left and 
right audio output devices, the sound source is perceived by the user as coming from a 
particular location; this location can be varied by varying the conditioning of the left and 
25 right channel signals. 

More particularly, the human auditory system, including related brain functions, is capable 
of localizing sounds in three dimensions notwithstanding that only two sound inputs are 
received (left and right ear). Research over the years has shown that localization in 
30 azimuth, elevation and range is dependent on a number of cues derived from the received 
sound. The nature of these cues is outlined below. 

. Azimuth Cues - The main azimuth cues are Interaural Time Difference (ITD - sound on 



3 

component, this effect being known as the Franssen effect). Such many-speaker systems 
are not, however, practical for most situations. 



For sound sources that have a fixed presentation (non-interactive), it is possible to produce 
convincing 3D audio through headphones simply by recording the sounds that would be 
heard at left and right eardrums were the hearer actually present. Such recordings, known 
as binaural recordings, have certain disadvantages including the need for headphones, the 
lack of interactive controllability of the source location, and unreliable elevation effects 
due to the variation in pinna shapes between different hearers. 

To enable a sound source to be variably positioned in a 3D audio field, a number of 
systems have evolved that are based on a transfer function relating source sound pressures 
to ear drum sound pressures. This transfer function is known as the Head Related Transfer 
Function ( HRTF) and the associated impulse response, as the Head Related Impulse 
Response (HRTR). If the HRTF is known for the left and right ears, binaural signals can be 
synthesized from a monaural source. By storing measured HRTF (or HRTR) values for 
various source locations, the location of a source can be interactively varied simply by 
choosing and applying the appropriate stored values to the sound source to produce left and 
right channel outputs. A number of commercial 3D audio systems exist utilizing this 
principle. Rather than storing values, the HRTF can be modeled but this requires 
considerably more processing power. 

The generation of binaural signals as described above is directly applicable to headphone 
systems. However, the situation is more complex where stereo loudspeakers are used for 
sound output because sound from both speakers can reach both ears. In one solution, the 
transfer functions between each speaker and each ear are additionally derived and used to 
try to cancel out cross-talk from the left speaker to the right ear and from the right speaker 
to the left ear. 

Other approaches to those outlined above for the generation of 3D audio fields are also 
possible as will be appreciated by persons skilled in the art. Regardless of the method of 
generation of the audio field, most 3D audio systems are, in practice, generally effective in 
achieving azimuth positioning but less effective for elevation and range. However, in many 
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(b) detecting corresponding components in the left and right channel signals and using 
them to infer the presence of at least one sound source and determine its azimuth 
location; and 

(c) displaying a visual indication of at least one sound source inferred in step (b) and its 
location. 

According to another aspect of the present invention, there is provided apparatus for 
providing a visual indication of the likely user-perceived location of sound sources in an 
audio field generated from left and right audio channel signals, the apparatus comprising: 

- an input interface for receiving the left and right audio channel signals; 

- a correlation arrangement for detecting corresponding components in the left and right 
channel signals; 

- a source-determination arrangement for using the detected corresponding components 
to infer the presence of at least one sound source and determine its azimuth location; 
and 

- a display processing arrangement , for causing the display, on a display connected 
thereto, of a visual indication of at least one sound source inferred in step (b) and its 
location. 

Brief Description of the Drawings 

Embodiments of the invention will now be described, by way of non-limiting example, 

with reference to the accompanying diagrammatic drawings, in which: 

. Figure 1 is a diagram illustrating the connection of visualization apparatus 

embodying the invention to a CD player, 
. Figure 2 is a functional block diagram of the Figure 1 visualization apparatus; and 
. Figure 3 is a diagram showing the visualization of a focus volume of a 3D audio 

field experienced by a user having portable audio equipment. 

Best Mode of Carrying Out the Invention 

Figure 1 shows the connection of visualization apparatus 15 embodying the present 
invention to a CD player 10. The CD player is a stereo player with left (L) and right (R) 



7 

arranged to cause the production of visual indications in respect of all sound sources 
detected during the course of a sound passage of interest . 



Considering the apparatus 15 in more detail, in the present embodiment the input buffers 
5 20 and 21 are digital in form with the left and right audio channel signals received by the 
apparatus 15 either being digital signals or, if of analogue form, being converted to digital 
signals by converters (not shown) before being fed to the buffers 20, 21 . The buffers 20, 2 1 
are each arranged to hold a half-second segment of the corresponding channel of the sound 
passage being output by the CD player with the buffers becoming full in correspondence to 
10 the end of a processing cycle of the apparatus. At the start of the next processing cycle, the 
contents of the buffers are transferred to the correlator 22 after which filling of the buffers 
from the left and right audio channel signals recommences. 

The correlator 22 (which is, for example, a digital signal processor) is operative to detect 
1 5 corresponding components by pairing left and right audio-channel tones, potentially offset 
in time, that match in pitch and in amplitude variation profile. Thus, for example, the 
correlator 22 can be arranged to sweep through the frequency range of the audio-channel 
signals and for each tone signal detected in one channel signal, determine if there is a 
corresponding signal in the other channel signal, potentially offset in time. If a 
20 corresponding tone signal is found and it has a similar amplitude variation profile over the 
time segment being processed, then these left and right channel tone signals are taken as 
forming a matching pair originating from a common sound source. The matched tones do 
not, in fact, need to be of a fixed frequency but any frequency variation in one must be 
matched by the same frequency variation in the other (again, allowing for a possible time 
25 offset). 

For each matching pair of tones detected by the correlator 22, it feeds an output to a block 
24 of the source-determination arrangement 23 giving the characteristic tone frequency 
(pitch), the average amplitude (across both channels for periods when the tones are present) 
30 and the amplitude variation profile of the matched pair; if the pitch of the tone varies, then 
the initial detected pitch is used for the characteristic pitch. The correlator 22 also outputs 
to a block 25 of the source-determination arrangement 23, measures of the amplitudes of 
the matched left and right channel tone signals and/or of their timing offset relative to each 
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For each group of associated LES records 27 identified by the block 28, a corresponding 
"located compound sound" (LCS) record 29 is created by block 28 in the memory 26. Each 
LCS record 29 comprises: 

- a LCS ID, 

5 - an amplitude variation profile formed from a weighted average of the associated LES 
amplitude variation profiles, the weighting being set to favour the louder LESs 
(alternatively, for simplification, the amplitude variation profile of the loudest LES can 
be used instead); 

- an harmonic profile giving the relative strengths of the different frequencies of the 
10 associated LESs as indicated by the average amplitudes recorded in records 27; 

- an azimuth location formed from a weighted average of the azimuth locations of the 
associated LESs, the weighting being set to favour the louder LESs (again, for 
simplification, the azimuth location of the loudest LES can be taken instead); and 

- a last detection timestamp corresponding to the most recent value of the last detection 
1 5 timestamps of the associated LESs. 

The block 28 may be set to process the LESs created in one operating cycle of the 
correlator 22 and block 24, in the same operating cycle or in the next following operating 
cycle; in this latter case, appropriate measures are taken to ensure that block 28 does not try 
20 to process LES records being added by block 24 during its current operating cycle. 

After the compound-sound identification block 28 has finished determining what LCS are 
present, a source identification block 30 is triggered to infer and record, for each LCS, a 
corresponding sound source in a sound source item record 34 stored in a source item 

25 memory 33. The block 30 is operative to determine the type of each sound source by 
matching the harmonic profile and/or amplitude variation profile of the LCS concerned 
with predetermined sound-source profiles (typically, but not necessarily limited to, musical 
instrument profiles). Each sound-source item record holds an item ID, the determined 
sound source type, and the azimuth position and last detection time stamp copied from the 

30 corresponding LCS. 



Rather than the source identification block 30 carrying out its operation after the block 28 
has finished LCS identification, the block can be arranged to create a new sound-source 



item and its azimuth location in the audio field. This is preferably done by displaying 
representations of the sound source items in a spatial relation corresponding to that of the 
sources themselves. Advantageously, each sound-source representation is indicative of the 
type of the corresponding sound source, appropriate image data for each type of source 
5 item being stored in source item visualization data memory 32 and being retrieved by the 
display processing stage 35 as needed. The form of representation used can also be varied 
in dependence on whether the last-detected timestamp recorded for a source item is within 
a certain time window of the current time; if this is the case then the sound source is 
assumed to be currently active and a corresponding active image (which may be an 
1 0 animated image) is displayed whereas if the timestamp is older than the window, the sound 
source is taken to be currently inactive and a corresponding inactive image is displayed. 

Rather than all the sound source items being represented at the same time, the display 
processing stage can be arranged to display only those sound sources that are currently 
15 active or that are located within a user-selected portion of the audio field (this portion 
being changeable by the user). Furthermore, rather than a sound source item having 
existence from its inception to the end of the sound passage of interest regardless of how 
long it has been inactive, a sound source item that remains inactive for more than a given 
period as judged by its last-detected timestampi, can be deleted from the memory 33. 

20 

In addition to determining the azimuth location of each detected sound source, the source- 
determination arrangement 23 can be arranged to determine the depth (radial distance from 
the user) and/or height location of each sound source. Thus, for example, the depth location 
of a sound source in the audio field can be determined in dependence on the relative 
25 loudness of this sound source as compared to other sound sources. This can conveniently 
be done by storing in each LCS record 29 the largest average amplitude value of the 
associated LES records 27, and then arranging for block 30 to use these LCS average 
amplitude values to allocate depth values to the sound sources. 

30 As regards the height location of a sound source in the audio field, if the audio channel 
signals have been processed to simulate a pinna notch effect with a view to enabling a 
human listener to perceive sound source height, then the block 30 can also be arranged to 
determine the sound source height by assessing the variation with frequency of the relative 
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this case, the output of the display processing stage 35 would be passed by a wireless link 
to the display 16. 

It will be appreciated that many variants are possible to the above described embodiments 
5 of the invention. In particular, the degree of processing effected by the correlator 22 and the 
source determination arrangement 23 in detecting sound sources can be tailored to the 
available processing power. For example, rather than every successive audio channel signal 
segment being processed, only certain segments can be processed, such as every other 
segment or every third segment. Another processing simplification would be only to 
1 0 consider tones having more than a certain amplitude thereby reducing the processing load 
concerned with harmonics. Identification of source type can be done simply on the basis of 
the pitch and amplitude profile and in this case it is possible to omit the identification of 
"located compound sounds" (LCS) though this is likely to lead to the detection of multiple 
co-located sources unless provision is made to consolidate such sources into a single 
15 source. Determining the type of a sound source item is not, of course, essential. The 
duration of each audio channel segment can be made greater or less than the half a second 
described above. 

Where ample processing power is available, then the correlator and source determination 
20 arrangement can be arranged to operate on a continuous basis rather than on discrete 
segments. 

The above-described functional blocks of the correlator 22 and source-determination 
arrangement 23 canbe implemented in hardware and/or in software. Furthermore, analogue 
25 forms of these elements can also be implemented. 
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inferred as present during any repetition having a continuing existence across at least one 
subsequent repetition. 

6 Amethodaccordingtocla^ 
5 the left and right audio channel signals, step (b) is carried out repeatedly or on an on-going 
basis with sound sources inferred as present at any stage having a continuing existence, 
step (b) involving seeking to match newly-determined compound sounds with known 
sound sources and only inferring the presence of a new sound source if no such match is 
possible. 

10 

7 A method according to claim 6, wherein in seeking to match newly-determined 
compound sounds with known sound sources, limited differences in location are allowed 
between the newly-determined compound sound and a candidate matching sound source 
the location of which is taken to be that of a previous compound sound associated with the 
15 sound source; said limited differences in location serving to allow for movement of the 
sound source in the audio field. 

8 A method according to claim 4, wherein in step (c) at least one sound source inferred as 
present in step (b) is visually indicated by a visual element representative of the type of 
20 sound source. 

9. A method according to claim 8, wherein in the course of a sound passage represented by 
the left and right audio channel signals, step (b) is carried out repeatedly or on an on-going 
basis with sound sources inferred as present at any stage continuing to be visually 
25 represented in step (c) even after the corresponding compound sounds are no longer 
detected. 

10. A method according to claim 9, wherein the visual representation of a said sound 
source is varied according to whether or not a compound sound corresponding to the sound 
30 source has been recently detected. 

11 A method according to claim 1, wherein the depth location of a said sound source in 
the audio field is determined in dependence on the loudness of this sound source, the 
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16. Apparatus according to claim 15, wherein source-determination arrangement is 
arranged to associate, into a compound sound, elemental sounds that have the same 
azimuth location, the same general amplitude variation profile and are harmonically 

5 related. 

17. Apparatus according to claim 16, wherein the source-determination arrangement is 
arranged to use the or each compound sound to infer the presence of a corresponding sound 
source with the type of that sound source being determined according to the harmonic 

10 profile and/or amplitude variation profile of the compound sound concerned. 

18. Apparatus according to claim 17, wherein the correlation arrangement and source- 
determination arrangement are arranged such that, in the course of a sound passage 
represented by the left and right audio channel signals, they carry out their respective 

1 5 functions repeatedly with the elemental and compound sounds being newly determined at 
each repetition but sound sources inferred as present during any repetition being 
remembered by the source-determination arrangement across at least one subsequent 
repetition. 

20 19. Apparatus according to claim 17, the correlation arrangement and source- 
determination arrangement are arranged such that, in the course of a sound passage 
represented by the left and right audio channel signals, they carry out their respective 
functions repeatedly or on an on-going basis, the source-determination arrangement being 
further arranged to remember sound sources inferred as present at any stage and to seek to 

25 match newly-determined compound sounds with known sound sources and only infer the 
presence of a new sound source if no such match is possible. 

20. Apparatus according to claim 19, wherein the source-determination arrangement is 
arranged to permit, in seeking to match newly-determined compound sounds with known 
30 sound sources, limited differences in location between the newly-determined compound 
sound and a candidate matching sound source the location of which is taken to be that of a 
previous compound sound associated with the sound source. 
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26. Apparatus according to claim 14, wherein the display processing arrangement is 
arranged to cause visual indications to be displayed for only those sound sources located 
within a portion of said audio field, the display processing arrangement including a user- 
controllable input device for selecting the position of this portion within the audio field. 
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